



	Battery Powered Dosimeter Charger
	Model 909


	
The Model 909 Dosimeter Charger is capable of charging any self-reading dosimeter. It conforms to ANSI N42.6-1980, and will operate on 1.5V D-cell battery. Unlike other brands of dosimeter chargers, the Model 909 has the ability to "kick" or remove all residual charge from dosimeters properly. Failure to remove this residual charge can cause spurious upscale fiber movement, which can be interpreted as additional radiation exposure or excessive drift. The Model 909 eliminates this problem, resulting in more accurate radiation exposure readings. It is also impossible to damage dosimeter by exerting too much charging force on the charging contact when using this model.


FEATURES:
• Reading light to allow easy charging/viewing
• Protects dosimeters from excessive charging force
• Powered by a single 1.5V D-cell battery
• Compact, light-weight, and rugged design
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	Environmental Effects: 
	Temperature Range: 0ºF to 120ºF (118ºC to 49ºC); Relative Humidity Range: Up to 98% 
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	Controls (switch):
	Charging: One turn potentiometer. Reading: spring-loaded push rod.

	Power: 
	1.5V "D" Cell

	Mechanical:
	Case
ABS Plastic
Finish
Blue
Dimensions
W: 4" (102mm)
L: 4" (102mm)
H: 3.5" (89mm)
Net Weight
10.6 oz.
(302 g)
Shipping Weight
13.3 oz.
(378 g)


	Lamp:
	Model 222 (TL-3 miniature screw) - Part No. 89-222000




